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REF/A/JOINT STAFF WASHINGTON DC VJ6 MSG 011430Z MAY 00/
INTEROPERABILITY CERTIFICATION AND TESTING REQUIREMENTS FOR HARDWARE AND SOFTWARE USED IN THE DEFENSE SWITCHED NETWORK (DSN) VOICE SWITCHED NETWORK//
REF B/CJCSI 6215.01A/
RMKS/1. RECENT DIALOG AMONG THE JOINT STAFF, DISA, AND THE SERVICES HIGHLIGHTED THE NEED FOR TIGHTER DSN CONFIGURATION MANAGEMENT (CM) PROCEDURES (REF A AND B). REQUEST YOUR ASSISTANCE IN THIS EFFORT.
2. PER REF B, DISA IS RESPONSIBLE FOR DSN CM. THIS INCLUDES CM OF
HARDWARE AND SOFTWARE. THE JOINT STAFF REQUESTS DISA ESTABLISH A DSN CONFIGURATION CONTROL BOARD (CCB) WHOSE MEMBERSHIP INCLUDES REPRESENTATIVES OF THE CINC J6'S, SERVICES, AND AGENCIES. THE CCB'S CHARTER IS TO MAINTAIN HARDWARE AND SOFTWARE CONFIGURATION OF ALL NETWORK SWITCHES AND ASSOCIATED SOFTWARE. REQUEST DISA PROVIDE JOINT STAFF REPORT OF CURRENT AND PLANNED DSN CONFIGURATION NLT 16 JAN 01
3. TO ASSIST DISA, REQUEST ALL SERVICES AND AGENCIES PROVIDE TO
DISA:
A. CURRENT SWITCH CONFIGURATION DATA (NLT 8 JAN 01). THIS DATA
SHOULD INCLUDE SWITCH LOCATION (GEOLOCO/CITY/STATE/COUNTRY), SWITCH TYPE (VENDOR/MODEL), AND SWITCH SOFTWARE VERSION CURRENTLY INSTALLED. FOR PBX'S, ALSO INCLUDE THE EO PROVIDING THE LONG DISTANCE SERVICES. DISA HAS PLACED EXISTING SWITCH CONFIGURATION INFORMATION ON THE DSN BULLETIN BOARD (HTTP://DSNBBS.NCR.DISA.MIL). IF THIS INFORMATION IS OUTDATED AND/OR INCOMPLETE, PLEASE PROVIDE UPDATED INFORMATION BACK
TO DISA. PLEASE USE THE BULLETIN BOARD FORMAT FOR ALL  INFORMATION SUBMISSIONS.
B. SWITCH CONFIGURATION DATA ON PLANNED SWITCH ACQUISITIONS AND UPGRADES, AND COORDINATE THESE ACQUISITIONS AND UPGRADES WITH DISA PRIOR TO IMPLEMENTATION (NLT 8 JAN 01).
C. POINT OF CONTACT FOR SWITCH CONFIGURATION DATA AND PARTICIPATION IN DSN CCB (NLT 11 DEC 00).
4. FOR CLARITY, EO SWITCHES ARE INTEGRAL PARTS OF THE DSN AND SERVE AS THE PRIMARY SWITCHING FACILITIES FOR INSTALLATION'S LONG DISTANCE VOICE SERVICES BY INTERCONNECTION WITH DSN NODAL SWITCHES. PBX/PABX'S ARE SECONDARY VOICE SWITCHING FACILITIES ON THE USER'S INSTALLATION, DERIVE THEIR DSN SERVICE THROUGH THE LOCAL DSN EO'S, AND ARE CONSIDERED CUSTOMER PREMISE EQUIPMENT. PBX/PABX'S PRIMARILY FUNCTION AS CONCENTRATORS FOR LOCAL BASE DISTRIBUTION. REMOTE
SWITCHING UNITS (RSU) ARE A TECHNICAL RATHER THAN FUNCTIONAL TYPE OF SWITCH AND WILL BE CATEGORIZED FUNCTIONALLY AS EITHER AN EO OR PBX AS DESCRIBED ABOVE. FOR TESTING PURPOSES, RSU'S WILL BE TESTED IN CONJUNCTION WITH THE HOST SWITCH FOR INTEROPERABILITY CERTIFICATION.
5. JOINT STAFF POC IS LT COL SHELLEY CHRISTIAN, JS/J6T, DSN 225-
0313, CHRISTSD@JS.PENTAGON.MIL. DISA POC IS MR. LYNDON JOHNSON,
DISA/NS53, DSN 653-8023, JOHNSOLY@NCR.DISA.MIL.
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