	CUSTOMER INFORMATION/REGISTRATION DATA
COMPLIANCE TEST REQUEST (CTR-1)

JITC MOTION IMAGERY STANDARDS LABORATORY

	SPONSORING ORGANIZATION

	Date:

	Sponsoring Organization Name: 

	Mailing Address: 



	Primary POC:
	Title:

	Phone:
	Fax:

	E-mail:

	Alternate POC:
	Title:

	Phone:
	Fax:

	E-mail:

	DEVELOPER 

	Developer Company Name:

	Mailing Address: 

	Primary Point of Contact:

	Phone:
	Fax:

	E-mail:

	Alternate Point of Contact:

	Phone:
	Fax:

	E-mail:

	IMPLEMENTATION UNDER TEST (IUT) 

	IUT Name:

	Version #:
	Build #:

	IUT Type (Software/Hardware/Firmware):

	System Compression Format (MPEG-2/H.264):

	System IUT Component (Encoder/Decoder/Codec):

	Functional capabilities (i.e. viewer, archiving, exploitation, distribution, etc.):


	System Support (Version # of MISP/STANAG 4609 Ed.):

	IUT Motion Imagery System Matrix (MISM) Level and Profile: 

	Number of System Configurations

	Special requirements needed (Yes/No):                                         

	TESTING

	Testing Requested (Initial/Re-Test/Derived Registration):

	Desired Test Dates:
	Optional Date:

	Location of Testing (MIS-LAB/Alternate Site Location):                                  (Complete CTR-2 for Alternate Site Location details)    

	Security Classification (Unclassified/Confidential/Secret/Top Secret):

	SUBMISSION INFORMATION

	Joint Interoperability Test Command 

ATTN: MIS-LAB (JTF2) Randy Richard 
P.O. Box 12798

Fort Huachuca, AZ  85670-2798

Email: randy.l.richard.civ@mail.mil or disa.huachuca.jitc.list.mis-lab@mail.mil 

Voice: (520)538-1888 Fax: (520)538-3246


MIS-LAB FORM CTR-1 (Jan 2011) 

	ALTERNATE TEST SITE REQUEST 
COMPLIANCE TEST REQUEST (CTR-2)

JITC MOTION IMAGERY STANDARDS LABORATORY

	SPONSORING ORGANIZATION INFORMATION

	Date:

	Sponsoring Organization Name: 

	System Name:

	POC:
	E-mail:

	Phone:
	Fax:

	PROPOSED TEST SITE INFORMATION

	Proposed Test Site Location:

	Address: 



	POC on Location:
	E-mail:

	Phone:
	Fax:

	POC on Location:
	E-mail:

	Phone:
	Fax:

	Test Space Location (Building/Lab/Room):

	Available Workspace (Please attach diagram of test space):

	Available Utilities/Resources:  

	Power:  YES/NO

	Interface cables:  YES/NO

	Network Connectivity:  YES/NO
	SIPR/NIPR:  YES/NO

	Miscellaneous:



	Additional information needed for test execution:

	

	SECURITY INFORMATION FOR TEST SITE

	Personnel Clearance Required (Secret, Top Secret, SCI):

	Area Classification (Unclassified/Classified):

	Security POC: 
	E-mail:

	Address:



	Phone:
	Fax:

	SUBMISSION INFORMATION 

	Submit Customer Packet Forms (CTR-1,2 & 3) to:

Joint Interoperability Test Command

ATTN: MIS-LAB (JTF2) Randy Richard
P.O. Box 12798

Fort Huachuca, AZ  85670-2798

Email: randy.l.richard.civ@mail.mil or disa.huachuca.jitc.list.mis-lab@mail.mil
Voice: (520)538-1888 Fax: (520)538-1914



MIS-LAB FORM CTR-2 (Feb 2011)

	Implementation UNDER TEST (IUT) 

COMPLIANCE TEST REQUEST (CTR-3)

JITC MOTION IMAGERY STANDARDS LABORATORY

	IUT CONFIGURATIONS SPECIFICATIONS

	SPECIFICATION
	DESCRIPTION
	FEATURES

SUPPORTED

	MISP VERSION SUPPORTED
	VERSION 4.4, 5.1, 5.5, 6.0
	

	Video Compression Format
	MPEG2 / H.264
	

	MOTION IMAGERY SYSTEM MATRIX (MISM) LEVELS 
	•Advanced High Definition Motion Imagery (MISM-L12 to L14)

•High Definition Motion Imagery (MISM-L9 to L11)

•Enhanced Definition Motion Imagery (MISM-L6 to L8)

•Standard Definition Motion Imagery (MISM-L3 to L5)

•Low Spatial/Temporal Definition Motion Imagery (MISM-L1 to L2)

•Very Low Temporal Definition Motion Imagery (MISM L0)
	   

	MISM LEVEL
	Horizontal Resolution
	Vertical Resolution
	Frame

Rate (FPS)
	FEATURES

SUPPORTED

	Level 14

Level 13

Level 12  
	> 1920
	> 1080p
	48 - 120
	

	Level 11

Level 10 M/H

Level 9 M/H 
	1280 - 1920
	720p - 1080p
	24 – 60

24 – 60 (720p)

24 – 30 (1080p)
	

	Level 8

Level 7 M/H

Level 6 M/H 
	640 - 1024
	480p - 576p
	24 - 60
	

	Level 5

Level 4 M/H

Level 3 M/H 
	720
	481i-576i
	24 - 60
	

	
	
	
	24 - 30
	

	Level 2.0 / 2.1H, 2.1M, 2.2H

Level 1.0H, 1.1H, 1.2H, 1.3

Level 01 M/H 
	640 – 720

320 – 352

160 - 176
	160 – 176

240 - 288p

120 - 144p
	24 – 30

12 – 15

6 - 7
	

	Level 0
	720 -1920
	480 - 1080
	Still - 2 FPS
	

	INPUT 

FORMAT
	
	Analog  (HD/SD SDI, 
	INPUT 

INTERFACE 


	
	HD/SD-SDI Video IN 

	
	
	NTSC/PAL) NTSC
	
	
	ANALOGUE NTSC IN

	
	
	S-Video 
	
	
	ANALOGUE Audio IN

	
	
	Digital (HD)
	
	
	ESD or KLV Metadata IN

	
	
	Digital Video 
	
	
	RS-232 or 422 IN

	
	
	10/1000 Base T Ethernet
	
	
	10/100 Ethernet

	
	
	RS-232/422
	
	
	RS-232

	METADATA
	
	Asynchronous  
	PROTOCOL
	
	RTP

	
	
	Synchronous
	
	
	UDP

	
	
	Security Metadata (0102)                                        
	
	
	TCP

	
	
	Predator KLV (0104) (Dep)
	
	
	IP

	
	
	UAS Datalink (0601)                                                       
	
	
	HTTP

	AUDIO
	
	MPEG 1 Layer 1
	IP/PACKETS
	
	Unicast 

	
	
	MPEG 1 Layer 2
	
	
	Multicast

	
	
	MPEG 2 Audio
	INTERFACE
	
	10/100/1000Base-T

	
	
	Advanced Audio Coding (AAC)
	BITRATE
	
	VBR

	
	
	AES 3
	
	
	CBR

	
	
	MPEG 4 Audio
	Other
	
	

	
	
	Dolby AC-3
	
	
	

	ADDITIONAL INFORMATION

	


MIS-LAB FORM CTR-3 (Jan 2011)




































