AN/ARC-231 (RT-1808A(C)/U MOD 4) with the Talla-Com TC-100L HPA

CERTIFICATION DATES

-181B -182A -183
03/30/06 03/30/06 03/30/06

SYSTEM CONFIGURATION

Airborne Communications System
Receiver-Transmitter
Control Processor Software (CP-SW)
Control Processor Hardware (CP-VHDL)
Modem Orderwire Encryption Board (MOEB)
Modem Digital Signal Processor (Modem DSP)
Modem
Shadowfire Baseband Processor Software (BP-SFIRE)
SINCGARS Baseband Processor Software (BP-SGARS)
Baseband Processor Hardware (BP-VHDL)
Baseband Processor Hardware (BP-HW)
Fill Processor Software (FP-SW)
Fill Processor Hardware (FP-VHDL)
ANDVT Processor Software (AP-SW)
ANDVT Processor Hardware (AP-VHDL)
ANDVT Processor Hardware (AP-HW)
Trusted Processor Software (TP-SW)
Fill Panel Control
Control Indicator
HPA

-CJCsI
03/30/06

AN/ARC-231
RT-1808A(C)/ARC-231(V)(C) MOD 6
CTRL 02.62

CPHW 04.00

MOEB 02.00

MDSP 05.19

Version 14.00

BPHW 5.62

BPHW 5.62

BPHW 02.40

*BPHW XX.XX

FPSW 04.02

FPHW 04.00

APSW 7.94

APHW 06.90

*APHW xX.XX

TPSW 07.14
C-12608/ARC-231(V)(C)
C-12601/ARC-231(V)(C)
Talla-Com TC-100L



