AN/VRC-103(V)1 UHF Vehicular Mounted Satellite Terminal

(Dual Boot)

CERTIFICATION DATES
-181B -182 -182A -183 -183A

710.39026 711.39026 712.39026 713.39026 714.39026 715.39026

7/24/08 7/24/08 7/24/08 7/24/08 7/24/08

SYSTEM CONFIGURATION

UHF Vehicular Mounted Satellite Terminal

Transceiver
System Software
Signal Processor Control Module (SPCM)
Satellite Communications Controller (SCC) Revision — (Rev -)
Satellite Communications Controller (SCC) Revision A (Rev A)
Voice Data Processor (VDP)
INFOSEC Control Processor (ICP)
Key Management (KM)
Keypad/Display Unit (KDU)

Vehicular Adapter Unit (VAU)

AN/VRC-103(V)1
RT-1796(P)(C)
Version 4.3.1.11
Version 4.3.1.8
Version 5.48

Version 2.04.075
*Version 4.2.1.8 or 4.3.1.5
Version 2.0

Version 2.0

Version 1.5
AM-7588/VRC-103(V)

* — Harris Corporation recently upgraded the VDP hardware in the RT-1796(P)(C) radio. Either version

number is valid and will depend on when the radio was manufactured.



