
 
AN/PRC-117F(C) UHF Manpack Satellite Terminal  

with the Tricom Research Multi-Band Amplifier TCR-MBA-75 

 
 CERTIFICATION DATES 

-181B 
801.39131 
11/10/09 

-182 
802.39131 
11/10/09 

-182A 
803.39131 
11/10/09 

-183 
804.39131 
11/10/09 

-183A 
805.39131 
11/10/09 

-CJCSI 
806.39131 
11/10/09  

    

SYSTEM CONFIGURATION 

Manpack Satellite Terminal … AN/PRC-117F(C) 
  Receiver-Transmitter … RT-1796(P)(C) 
  System Software … Version 4.3.1.11 
  Signal Processor Control Module (SPCM) … Version 4.3.1.8 
  Satellite Communications Controller (SCC) Revision – (Rev -) … Version 5.48 
  Satellite Communications Controller (SCC) Revision A (Rev A) … Version 2.04.075 
  Voice/Data Processor (VDP) … * Version 4.2.1.8 or 4.3.1.5 
  INFOSEC Control Processor (ICP) … Version 2.0 
  Key Manager (KM) … Version 2.0 
  Keypad/Display Unit (KDU) … Version 1.5 
Tricom Research Multi-Band Amplifier … TCR-MBA-75 or  

TCR-MBA-75-NBT 
   
* – Harris Corporation recently upgraded the VDP hardware in the RT-1796(P)(C) radio.  Either version 
number is valid and will depend on when the radio was manufactured. 
   

 


